A temperature control strategy to achieve low-temperature district heating in North China by Bai, Yin
International Journal of Sustainable Energy Planning and Management Vol. 25 2020 3
*Corresponding author - e-mail: gmj790@163.com
International Journal of Sustainable Energy Planning and Management Vol. 25 2020 03–12
ABSTRACT
Low-temperature district heating (LTDH) systems can improve energy efficiency and better 
combine with factory waste heat and renewable energies. In this paper, we develop a data-based 
temperature control method to reduce the supply and return temperature of the heat exchange 
station. The relationship between distribution temperature and outdoor temperature is used to 
achieve lower supply temperature. The reduction of supply temperature is used to evaluate the 
benefit of the control strategy. Moreover, a return temperature prediction model is established to 
verify the feasibility of different control strategies proposed in our article. The comparison results 
of different control strategies indicate that the hourly average supply temperature can be reduced 
by more than 4°C whereas the return temperature keeps above 29°C at all times. To sum up, the 
supply temperature control strategy proposed in this paper provides a guide for the transformation 
of existing heat exchanger stations to low-temperature district heating systems in North China.
1. Introduction
The global building sector accounts for more than 30% 
of the final energy consumption of world and about 30% 
of global carbon dioxide (CO2) emissions [1,2]. 
According to the research of the International Energy 
Agency (IEA), China is the second-largest building 
energy user in the world after the United States, repre-
senting about 14% of the total final energy consumption 
in buildings globally in 2014 [3]. Building energy use 
accounted for 20% of the total primary energy 
 consumption in China in 2016. Building energy conser-
vation work has become one of the biggest challenges 
for China’s energy conservation and emissions- reduction 
work [4].
District heating (DH) is a cost-effective heating 
method, especially to areas with high heat density [5]. 
The existing systems, commonly referred to as the third 
generation DH systems, have a supply/return tempera-
ture of 80/50°C. To further reduce the DH system energy 
losses, a low-temperature DH (LTDH) network with 
supply/return temperature at 55/25°C was developed to 
supply heat for 30 residential houses [6]. Henrik Lund 
et al defined the concept of 4th generation district heating 
(4GDH) in 2014 [7]. The 4GDH, also known as LTDH, 
have a supply temperature as low as 50°C even lower. 
The ultra-low-temperature district heating (ULTDH) was 
defined with supply temperature at 35-45°C in [5]. To 
improve the efficiency of the ULTDH system, the return 
temperature should be as low as possible [5]. In [8], eigh-
teen Danish single-family houses were supplied by 
ULTDH with temperature as low as 45°C, and the exist-
ing houses can be heated safely. Three alternative con-
cepts for DH temperature level were compared on grid 
loss, production efficiencies and building  requirements in 
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[9]. The analysis results on software EnergyPLAN 
showed that the LTDH (55/25°C) outperformed ULTDH 
with electric boosting (45/25°C) and ULTDH with heat 
pump boosting (35/20°C). Moreover, LTDH can contrib-
ute to more efficient use of energies and better integra-
tion of renewable energies [10].
The long-term development of DH systems depends 
heavily on the improvement of existing control strate-
gies. The effects of the transition to low distribution 
temperature in existing DH systems were studied, and 
corresponding technical solutions and evaluation meth-
ods were proposed in [11]. In 2018, based on the current 
heat demand and temperature scenario, the study of heat 
demand savings and reduction of pipe network tempera-
ture in Northern Denmark was studied. The conclusion 
is that there is great potential for heating in low 
 temperature [25]. In 2018, the challenges and develop-
ment potentials of transitioning from existing high- 
temperature DH systems to LTDH in Norway were 
analyzed. The results showed that the lower supply 
temperature can reduce heat loss [24]. In 2018, the oper-
ation of the LTDH system of five single-family houses in 
Denmark was investigated. The results showed that all 
houses operated well under low-temperature supply 
[23]. In 2019, the cost and benefits of providing LTDH 
for existing space heating systems were evaluated. 
Studies showed that it is economically feasible to reduce 
return temperatures with improved heating system con-
trol strategy [21].
In order to transform from existing heating systems to 
the LTDH, it is necessary to reasonably control the net-
work distribution temperature, that is, to reduce the 
supply and return temperature on the premise of ensur-
ing safe heating. In this paper, existing temperature 
control strategies are divided into two categories: (1) 
optimization strategies based on pipe network structure 
and heating device [12,13,20,26,27,28] and (2) control 
methods based on operational data of heat exchange 
stations [14–19,22].
The former mainly tries to modify the pipe network 
structure and/or change heating device to optimize the 
operation on the building level. Three layout (central-
ized, semi-decentralized and decentralized) of district 
heating network with combining heat storage was com-
pared and optimized with genetic algorithm in [26]. An 
innovative LTDH network was developed and the possi-
bility of applying the return water of current district 
heating system to a LTDH system was explored in [27]. 
Technical and economic assessment of the LTDH system 
with thermal energy storage was presented in [28]. In 
[12], the concept of cascade utilization of residual 
energy in DH network was proposed, and the return 
water of high-temperature DH was used as the heat 
source of LTDH. The author of [13] developed the con-
cept to reduce return temperature by implementing ther-
mal energy cascades between different building types. A 
technical solution was proposed to achieve lower return 
temperature in new residential buildings [20].
Data-based control methods mainly explore optimal 
control strategy through supply temperature and/or flow 
mass rate. An adaptive control method was developed in 
[14] to provide the lowest possible return temperature, 
reducing the average flow by 3.5%. A novel method for 
temperature difference fault detection using temperature 
difference signature was presented in [15]. A strategy to 
improve the distributed heat exchange station system was 
proposed in [16] to apply LTDH to the traditional domes-
tic hot water circulation system, which reduced the heat 
loss by 39%. In [17], Magnus Dahl et al. used optimized 
temperature control method and time-based weather 
uncertainly to reduce supply temperature and heat losses. 
In [18], the outdoor temperature forecast and historical 
operating data were used as inputs of the neural network 
to predict the future heat demand and return temperature. 
Moreover, a delay distribution function based on the dis-
tances between heat consumers and the suppliers was 
established to minimize the pumping cost and heat loss, 
and one-year data from a DH system in Finland was used 
for demonstrating the optimization. In [19], the author 
proposed a novel control method based on the relation-
ship between the on-off time of valves and return tem-
perature. And the experiment results showed good 
prospects for development. In 2018, the problem of 
hydraulic imbalance in the heating pipe network that 
transformed the existing boiler houses into LTDH was 
studied. A novel hydraulic model using real-time weather 
and boiler operation data was proposed. Based on the 
model, the hydraulic imbalance of the four different con-
trol scenarios is analyzed [22].
However, the return temperature should not be as low 
as possible. Too low return temperature discomforts the 
consumers, and few kinds of literatures impose restric-
tions on the return temperature. Moreover, recent 
research about LTDH is still mainly aimed at the DH 
systems in Nordic countries (such as Denmark and 
Sweden). There is relatively little research focus on DH 
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systems in China, although China has a large proportion 
of building energy consumption. Actually, the supply 
temperature of secondary pipe is still primarily adjusted 
manually by the operator in northern China DH systems. 
And the secondary supply temperature has to be deter-
mined conservatively to ensure a sufficiently high tem-
perature in DH networks at all times, which usually 
leads to too high secondary supply temperature and 
unnecessary energy loss.
In this article, we aim to explore the temperature con-
trol strategies of the secondary network for converting 
from existing DH systems to the LTDH in North China. 
The optimal operation of the distribution network is 
achieved by minimizing secondary supply temperature 
under certain restrictions. First, the temperature control 
method is described in detail in Section 2, and then the 
benefits and the safety of different control strategies are 
evaluated and compared in Section 3. Finally Section 4 
concludes the entire work and lists our contributions.
2. Temperature control method
In this section, we will introduce our temperature  control 
method in details. Our method aims to achieve minimum 
supply temperature for existing DH systems while ensur-
ing  heating safety. Based on the actual DH operating data 
and weather forecast data, the return  temperature predic-
tion model is established in Section 2.1. The supply tem-
perature control strategies are developed in Section 2.2 and 
evaluated in Section 2.3. The overall temperature control 
strategy proposed in this paper is described in Figure 1.
2.1. Return temperature prediction model
This section mainly introduces the establishment pro-
cess of the return temperature prediction model. We 
first introduce the data used in the experiment, then 
present a feature selection method based on the Pearson 
coefficient, and finally describe the established linear 
regression model.
Hour-ahead supply temperature
Outdoor temperature
Wind speed
Air quality index
Return temperature
Return temperature prediction
Optimized temperature difference
Minimum return temperature
Supply temperature optimization
Hour-ahead optimized supply temperature
Outdoor temperature
Wind speed
Predict Linear regression
Predicted return temperature
Air quality index
Data collection
Weather
forecast data
Optimized supply temperature
Feature selection
Training Linear regression
Input
Output
Historical
operating data
Figure 1: The overall temperature control method proposed in our work, including data collection, return temperature prediction,  
supply temperature optimization and evaluation
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2.1.1. Dataset
The data used in our work include historical actual oper-
ating data of a DH system (DHS) and local weather 
forecast data. The DHS operating data, which includes 
secondary supply and return temperatures from February 
16, 2018, to March 12, 2018, are collected from a heat 
exchange station in Tianjin, China. The exchange station 
only supplies space heating for nearly 40 residential 
buildings in the winter. The operating condition of DHS 
is always strongly associated with local weather condi-
tions, which is commonly considered as extra informa-
tion for predicting heat load as well as return temperature. 
The weather forecast data, which consists of outdoor 
temperatures, relative humidity, wind speed and air qual-
ity index (AQI), is used as inputs of the return tempera-
ture predicting model.
2.1.2. Feature selection
The Pearson coefficient, which is a measure of the linear 
correlation between two variables x and y, is calculated 
as follows:
where N is the number of samples. The r(x,y) ranges 
from –1 to +1, and the +1/–1 represents total positive/
negative linear correlation and 0 denotes no linear cor-
relation. In our work, the Pearson correlation coeffi-
cients between potential inputs variables (supply 
temperature, outdoor temperatures, relative humidity, 
wind speed, AQI) and target variable (return tempera-
ture) are calculated with Eq. (1). And the variable rela-
tive humidity is dropped for its weak correlation 
coefficient with return temperature.
2.1.3. Linear regression model
Overall, the secondary supply temperature, outdoor tem-
perature, the wind speed, and the AQI are normalized and 
then used to establish a simple linear regression model to 
predict hour ahead return temperature of  secondary net-
work. The normalization process is as  follows:
where μ and σ are the mean and standard deviation of 
variable x. The linear regression model is as follows:
where a,b,c,d,e are learnable parameters trained with the 
least square method.
2.2. Supply temperature control method
Based on [17], we propose a novel method to reduce the 
supply temperature. Firstly, we define the minimum 
return temperature, which is regarded as one of the 
restrictions to ensure heating safety. Then, the tempera-
ture difference fault detection method introduced in [15] 
is extended to explore the relationship between tempera-
ture difference and outdoor temperature. Finally, the 
optimized supply temperature is easily obtained by sum-
ming the minimum return temperature and optimized 
temperature difference.
2.2.1. The minimum return temperature
The return temperature plays an extremely significant 
role in the actual operation of DH systems. The heat 
supplied by the heat exchanger is usually not enough to 
meet the heat demand of the consumers when the return 
temperature is too low, and the operator needs to raise 
the supply temperature and/or increase the flow rate in 
time. And too high return temperature is not conducive 
to efficient energy supply, usually causing unnecessary 
energy loss. Therefore, the return temperature should be 
as low as possible but still ensure heating safety.
The return temperature is mainly affected by supply 
temperature, facilities quality of consumers and weather 
conditions. The scatter plot of hourly average return tem-
perature and outdoor temperature is shown in Figure 2. It 
can be seen that the return temperature mostly located in 
the range of 29–35°C, which can be further reduced. The 
minimum return temperature , which is also called “safe 
return temperature” in our article, is defined as 29°C. 
The safe return temperature is shown in blue in Figure 2 
so that only 0.5% of the data is below this line.
We developed a method to calculate the minimum 
return temperature based on the actual operational data 
of a heating exchange station. It should be pointed out 
that the minimum return temperature depends on many 
factors including region, climate, building type, heating 
method and so on. The minimum return temperature 
calculated here indeed does not apply to all situations. 
However, the method proposed here makes reference to 
other regions.
2.2.2. The temperature difference optimization
The heat load P per unit time is calculated as follows:
(1)( ) ( ) ( )2 22 2
, i i i i
i i i i
N x y x yr x y
N x x N y y
∑ −∑ ∑
=
∑ − ∑ ∑ − ∑
(2)xx′ −= µ
σ
  
, , 1 out windret t sup tT a T b* T c S d AQI e** *−= + + + + (3) ( )w w w w sup retP = c m t = c TQ T∆ −ρ (4)
International Journal of Sustainable Energy Planning and Management Vol. 25 2020  7
Yin Bai, Mingju Gong, Jin Wang, Bo Li and Lei Zhang
where cw and ρw are the specific heat capacity and den-
sity of water, Q is the flow rate and keep fixed in our 
study, Tsup and Tret represent the supply and return tem-
perature respectively. The temperature difference ΔT is 
defined as the difference between the supply tempera-
ture and the return temperature.
When the water flow is constant, then the heat load P 
is proportional to the temperature difference ΔT during 
this period, that is:
In many works in the literature, the delivered thermal 
load of the DH systems is often higher than required, 
causing significant energy waste. Reducing the tempera-
ture difference ΔT can improve this situation according 
to Eq. (6).
The temperature difference signature is a diagram 
that plots the average hourly temperature difference as 
a function of the outdoor temperature. In Figure 3, the 
temperature difference signature of a DH system in 
Xiqing district, Tianjin is plotted with an average line 
and two offset lines. The average line is calculated by 
the least squares method, and two threshold lines are 
defined by using 1.5 standard deviations from the 
average line. There is an offset line above and an 
offset line below the average line, and the data 
between the two lines is considered to be normal tem-
perature difference data.
By adding the upper and lower bounds to the tem-
perature difference data, only 3.6% and 2.0% of the data 
are above the upper boundary and below the lower 
boundary. In other words, 94.4% of the data is located in 
the defined interval. The temperature difference fault of 
the DH systems can be detected based on the defined 
interval presented here, which is essential for the contin-
uous safe operation of the DH systems. The optimization 
of the supply temperature needs to be carried out under 
the normal operation of the heat exchanger station. The 
relationship between temperature difference and outdoor 
temperature is:
Where k and bias are the slope and offset of the average 
line in Figure 3. And std (ΔT) represents the standard 
deviation of the temperature difference.
def
sup retT T T∆ − (5)
P T∝ ∆ (6)
( )
( ) [ ]
, 8
, 1.5,1.5
8 , 8
out out
min
out
k T bias std T T C* *T
k bias std T T C*
 + + ∆ < °∆ = ∈ − + + ∆ ≥ °
γ
γ
γ
(7)
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Figure 2: Return temperature versus low-pass filtered outdoor temperature for the district heating station in Tianjin
8 International Journal of Sustainable Energy Planning and Management Vol. 25 2020
A temperature control strategy to achieve low-temperature district heating in North China
2.2.3. Supply temperature optimization
According to Eq. (5), the minimum supply temperature 
min
supT  can be calculated as the sum of optimized tem-
perature difference  and minimum return temperature 
min
retT .
2.3. Evaluation method 
As with [17], we use the sum of the supply temperature 
reductions for all hours over the entire simulation period 
to estimate the benefits of our proposed optimization 
method. 
The linear regression model established in Section 2.1 
is used to evaluate the safety of our proposed supply 
temperature control method. Specifically, the actual 
supply temperature one hour ago Tsup,t–1 in the model (3) 
will be replaced with the optimized supply temperature 
, 1
min
sup tT −  calculated with Eq. (8), and the model output will 
be compared to the minimum return temperature minretT  
introduced in Section 2.2.1.
3. Results
The significant changes of the supply temperature are 
usually the main cause of the “unnormal” operation of 
the heating system and the temperature difference “fault”. 
By optimizing the supply temperature, it is possible to 
effectively overcome the problem. Figure 4 compares the 
optimized and actual supply temperature of the DH sys-
tems. The black line is the actual supply temperature 
from February 16, 2018, to March 12, 2018. The green 
line is the optimized supply temperature with the average 
line in Figure 3, and the red and magenta line is the opti-
mized supply temperature with ±1.5  standard deviations 
in Figure 3. It can be seen that the actual supply tempera-
ture varies considerably. For example, the change range 
of February 26 is about 8°C, and the range of March 7 is 
nearly 7°C. The optimized supply temperature changes 
no more than 4°C daily, which greatly improves the oper-
ation of the heating system.
The actual and optimized return temperatures are 
compared in Figure 5. The black line is the actual return 
temperature from February 16, 2018 to March 12, 2018. 
The green line is the predicted return temperature with 
average-based optimized supply temperature (green 
line in Figure 4), and the red and magenta lines are the 
predicted return temperature with ±1.5 standard 
min min
sup min retT T T= ∆ + (8)
( )587 , ,1 minsup t sup tt T T= −∑ (9)
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Figure 3: Temperature difference signature in the district heating station
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 deviations-based optimized supply temperature (red and 
magenta line in Figure 4). The blue line represents the 
defined minimum return temperature, which is defined 
as 29°C in Section 2.2.1 and also plotted in Figure 2 
with blue. The optimized return temperature is pre-
dicted with the optimized supply temperature obtained 
above. It can be seen that the actual return temperature 
varies greatly, especially during the period of February 
25-March 3. Moreover, the change in the optimized 
return temperature is relatively slight, and the daily 
variation does not exceed 1.5°C at any time. However, 
the return temperature optimized with strategy −1.5 
standard deviations deviates on both sides of the mini-
mum return temperature, which will not ensure heating 
safety at all times.
The hourly supply temperature reduction in simula-
tion period and the percentage of predicted return 
 temperature above the minimum return temperature 
(29°C) with different optimization strategies are plotted 
in Figure 6. The overall supply temperature reduction 
on the simulation period, which is calculated by Eq. (9), 
is used to estimate the benefits of temperature control 
strategies whereas the distribution of return temperature 
is regarded as a metric to ensure heating safety. The 
different optimization strategies are determined by 
the parameter γ in Eq. (6). The γ = ± 1.5 and γ = 0 give 
the optimization strategy of ±1.5 standard deviations 
and the average line in Figure 3. With γ increase from 
–1.5 to +1.5, the supply temperature reduction decrease 
nearly linearly, from 3136°C (γ = – 1.5) to –80°C 
(γ = +1.5). The hourly supply temperature reduction is 
from 5.34°C (γ = – 1.5) to –0.14°C (γ = +1.5). The 
smaller the value of γ, the larger the supply temperature 
reduction. However, the premise of lowering the supply 
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 temperature is heating safety, which means that the 
return temperature must be above the minimum return 
temperature at all times. It can be seen that the percent-
age gradually increases with γ increases. And all data is 
larger than the minimum return temperature when γ 
reaches –0.8. Consequently, γ = –0.8 is the optimal con-
trol strategy, the corresponding total supply temperature 
reduction is 2386°C, and the average hourly reduction 
is 4.06°C.
4. Conclusion
This paper proposed a supply temperature control 
method for district heating systems in northern China. 
Specifically, we developed a novel optimization strat-
egy to reduce the supply temperature based on the 
actual operating data and weather forecast data, and 
evaluated the feasibility of the strategy by establishing 
a simple linear regression return temperature prediction 
model. The experiment results show that the average 
hourly supply temperature is reduced by more than 4°C 
with return temperature kept above 29°C at all times. 
There are mainly the following three contributions of 
our work:
(1) The temperature control strategy proposed in this 
article can effectively reduce the supply temperature and 
improve heating efficiency while keeping heating safety, 
which is consistent with the 4GDH system.
(2) The optimized operating interval of the tempera-
ture difference of the heat exchanger station is defined, 
which can be used for eliminating temperature differ-
ence fault.
(3) Surprisingly, the proposed optimization strategy 
can reduce the daily temperature change, which is con-
ducive to the stable operation of the heating system. 
Specifically, the daily variation of the supply tempera-
ture is reduced from the highest over 8°C to 4°C, and 
the return temperature is reduced from 2°C to not 
exceed 1.5°C.
In general, we provide a possibility to transform the 
existing DH systems in northern China to the LTDH. 
However, the temperature control method is not suitable 
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for all heating systems due to limitations in geographic 
location, system capacity, climate changes, etc. To apply 
the temperature control strategies presented here to the 
respective heating systems, corresponding changes and 
necessary adjustments are required of the systems.
Reference
[1] International Energy Agency (IEA). World Energy Balances 
2018. Paris: OECD Publishing; 2018. https://doi.org/10.1787/
world_energy_bal-2018-en.
[2] International Energy Agency (IEA). CO2 Emissions from Fuel 
Combustion 2017. Paris: OECD Publishing; 2017. http://doi.
org/10.1787/co2_fuel-2017-en.
[3] International Energy Agency (IEA). Energy Technology 
Perspectives 2017: Catalysing Energy Technology Transforma- 
tions, Paris: IEA; 2017. https://doi.org/10.1787/energy_tech-2017-en.
[4] Jiang Y, Yan D, Siyue G, Shan H. China Building Energy Use 
2018. Beijing: Building Energy Research Center of Tsinghua 
University; 2018. https://berc.bestchina.org/?ky/Article 
250/92.html
[5] Yang X, Svendsen S. Achieving low return temperature for 
domestic hot water preparation by ultra-low-temperature 
district heating. Energy Procedia, vol. 116, Elsevier B.V.; 2017, 
p. 426–37. http://doi.org/10.1016/j.egypro.2017.05.090.
[6] Li H, Svendsen S. Energy and exergy analysis of low 
temperature district heating network. Energy 2012:237–46. 
http://doi.org/10.1016/j.energy.2012.03.056.
[7] Lund H, Werner S, Wiltshire R, Svendsen S, Eric J, Hvelplund F, 
et al. 4th Generation District Heating (4GDH) Integrating smart 
thermal grids into future sustainable energy systems. Energy 
2014;68:1–11. http://doi.org/10.1016/j.energy.2014.02.089.
[8] Østergaard D, Svendsen S. Space heating with ultra-low-
temperature district heating - A case study of four single-family 
houses from the 1980s. Energy Procedia, vol. 116, Elsevier B.V.; 
2017, p. 226–35. http://doi.org/10.1016/j.egypro.2017.05.070.
[9] Søgaard R, Skaarup D, Vad B. Comparison of Low-temperature 
District Heating Concepts in a Long-Term Energy System 
Perspective. Int J Sustain Energy Plan Manag 2017;12:5–18. 
https://doi.org/10.5278/ijsepm.2017.12.2
[10] Schmidt D. Low Temperature District Heating for Future 
Energy Systems. Energy Procedia, vol. 149, Elsevier B.V.; 
2018, p. 595–604. http://doi.org/10.1016/j.egypro.2018.08.224.
[11] Rämä M, Sipilä K. Transition to low temperature distribution in 
existing systems. Energy Procedia, vol. 116, Elsevier B.V.; 
2017, p. 58–68. http://doi.org/10.1016/j.egypro.2017.05.055.
[12] Imran M, Usman M, Im YH, Park BS. The feasibility analysis 
for the concept of low temperature district heating network with 
cascade utilization of heat between networks. Energy Procedia, 
vol. 116, Elsevier B.V.; 2017, p. 4–12. http://doi.org/10.1016/j.
egypro.2017.05.050.
[13] Köfinger M, Basciotti D, Schmidt R-R. Reduction of return 
temperatures in urban district heating systems by the implemen- 
tation of energy-cascades. Energy Procedia, vol. 116, Elsevier 
B.V.; 2017, p. 438–51. http://doi.org/10.1016/j.egypro.2017. 
05.091.
[14] Lauenburg P, Wollerstrand J. Adaptive control of radiator 
systems for a lowest possible district heating return temperature. 
Energy Build 2014;72:132–40. http://doi.org/10.1016/j.
enbuild.2013.12.011.
[15] Gadd H, Werner S. Achieving low return temperatures from 
district heating substations. Appl Energy 2014;136:59–67. 
http://doi.org/10.1016/j.apenergy.2014.09.022.
[16] Yang X, Li H, Svendsen S. Decentralized substations for low-
temperature district heating with no Legionella risk, and low 
return temperatures. Energy 2016;110:65–74. http://doi.
org/10.1016/j.energy.2015.12.073.
[17] Dahl M, Brun A, Andresen G.B. Using ensemble weather 
predictions in district heating operation and load forecasting. 
Appl Energy 2017;193:455–65. http://doi.org/10.1016/j.
apenergy.2017.02.066.
[18] Laakkonen L, Korpela T, Kaivosoja J, Vilkko M, Majanne Y, 
Nurmoranta M. Predictive Supply Temperature Optimization of 
District Heating Networks Using Delay Distributions. Energy 
Procedia 2017;116:297–309. http://doi.org/10.1016/j.egypro. 
2017.05.076.
[19] Li Y, Xia J. An on-off Control Strategy to Reduce Return Water 
Temperature. Energy Procedia, vol. 116, Elsevier B.V.; 2017, 
p. 452–9. http://doi.org/10.1016/j.egypro.2017.05.092.
[20] Averfalk H, Werner S. Novel low temperature heat distribution 
technology. Energy 2018;145:526–39. http://doi.org/10.1016/j.
energy.2017.12.157.
[21] Østergaard DS, Svendsen S. Costs and benefits of preparing 
existing Danish buildings for low-temperature district 
heating. Energy 2019;176:718–27. http://doi.org/10.1016/j.
energy.2019.03.186.
[22] Ashfaq A, Ianakiev A. Investigation of hydraulic imbalance for 
converting existing boiler based buildings to low temperature 
district heating. Energy 2018;160:200–12. http://doi.org/10.1016/j.
energy.2018.07.001.
[23] Østergaard DS, Svendsen S. Experience from a practical test of 
low-temperature district heating for space heating in five 
Danish single-family houses from the 1930s. Energy 
2018;159:569–78. http://doi.org/10.1016/j.energy.2018.06.142.
[24] Nord N, Løve Nielsen EK, Kauko H, Tereshchenko T. 
Challenges and potentials for low-temperature district heating 
12 International Journal of Sustainable Energy Planning and Management Vol. 25 2020
A temperature control strategy to achieve low-temperature district heating in North China
implementation in Norway. Energy 2018;151:889–902. http://
doi.org/10.1016/j.energy.2018.03.094.
[25] Nielsen S, Grundahl L. District Heating Expansion Potential 
with Low-Temperature and End-Use Heat Savings. Energies 
2018;11:277. http://doi.org/10.3390/en11020277.
[26] Razani AR, Weidlich I. A Genetic Algorithm Technique to 
Optimize the Configuration of Heat Storage in District Heating 
Networks. Int J Sustain Energy Plan Manag 2016;10:21–32. 
https://doi.org/10.5278/ijsepm.2016.10.3.
[27] Ianakiev A, Cui JM, Garbett S, Filer A. Innovative System for 
Delivery of Low Temperature District Heating. Int J Sustain 
Energy Plan Manag 2017;12:19–28. https://doi.org/10.5278/
ijsepm.2017.12.3.
[28] Flores JFC, Espagent AR, Chiu JN, Martin V, Lacarrière B. 
Techno-Economic Assessment of Active Latent Heat Thermal 
Energy Storage Systems with Low-Temperature District 
Heating. Int J Sustain Energy Plan Manag 2017;13:5–18. 
https://doi.org/10.5278/ijsepm.2017.13.2.
